
ANTENNA DESCRIPTION
The FMRX antenna is an economical and effective solution 
for requirements where FM radio improvement is required, 
particularly in areas where signal strength is generally poor.

Please note: the FMRX will not receive FM Radio signal where 
no transmit signal is broadcast. Please check with your broadcast 
authority coverage map for coverage availability.

The right-angle mounting bracket supplied is designed to be 
screwed to the any vertical surface or onto the fascia of your 
structure. The brackets ‘L’ shape is intended to keep the FMRX 
free from obstructions such as guttering. The FMRX can also 
be mounted directly to a horizontal surface where circumstances 
permit.
The FMRX comes standard with 5.5 metres of RG59 coaxial 
cable. Termination is to the rear panel connectors of an FM radio 
tuner. or a connector can be specified.

MOUNTING POSITION
Typical mounting position for the FMRX is as high on your 
structure as possible to eliminate any possible obstructions, 
maximising your FM radio receive capabilities.

The antenna must be vertical for best performance, not mounted 
at an angle.
1. The mounting position should be chosen so as to place the 

antenna in as high as possible position. 
2. Ensure entire unit is as far away from other antennas 

or metallic objects at radome height. This may cause 
obstructions leading to lowered performance.

3. Route the cable carefully to your FM receiver avoiding sharp 
kinks or situations of high heat or electrical interference.

4. Cable tie your coaxial cable in place to reduce possible 
damage or interference with other systems. Ensure 
cable ties are not over-tightened, this can cause lowered 
performance or possible failure of your system.
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Bracket ‘L’ design to ensure clearance around gutters.
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Specifications are subject to change
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