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The Y409-AFP split boom Yagi is specifically designed and 
manufactured for dual gain requirements, reduction of courier cost 
and ease of storage with a specialised split boom configuration.

Mounting clamps, coaxial feeder cable, connectors and other 
installation accessories are all available separately.
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Construction
Aluminium 2 piece split boom with internal joining spigot, 45 deg 
angled dipole, wing-nut securing bolt, external coaxial cable and 
termination

Frequency range UHF 350- 400MHz

Bandwidth Full frequency range stated

Tuning Factory

VSWR <1.5:1

Number of elements 4-9 - depending on gain requirements

Gain - nominal 7.5-11.5 dBd - depending on configuration

Polarisation Mount horizontal or vertical

Maximum power 150 Watts

Impedance 50 Ohms

DC grounding Yes

Connector N-type female fitted to 250mm RG59 cable tail

Boom length 820mm-1690mm - depending on configuration

Max. element length 460mm

Boom Diameter 25mm square RHS

Weight 1.05kg

Projected Area 0.09m²

Wind Load at 160kph 9kg

Mounting hardware
order seperate 1 x A48 or A48-65 - for larger mouting poles
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A48-tilt galvanised steel

Right-angle for 25mm RHS
30-50mm mount pole

with 14 deg tilt allowance

A48-65 galvanised steel
Right-angle for 25mm RHS

50-65mm mount pole 

A48 galvanised steel
Right-angle for 25mm RHS

30-50mm mount pole

1/2”  corrugated shielding, 
foam dielectric coaxial cable

P/N ZCG1250

Available in per metre, 500m 
roll or alternatively request a 

custom cable assembly

Suitable feeder coaxial cable and connectors

Suitable mounting hardware

N-type male clamp connector 
for 1/2” flexible, corrugated 

shielded, coaxial cable

P/N NM1250

Tri-metal plated

RU400 Solid copper conductor, 
low loss coaxial cable

CNT-400 / LMR-400™ equivalent

(™ times microwave)

P/N 7890

Available in 100m, 300m, 500m 
roll or alternatively request a 

custom cable assembly

N-type male crimp connector 
for RU400 low loss, solid 

conductor

P/N 8226

Tri-metal plated

A-2654-2 - Aluminium pole 
extension 1.1 metres includes 

pole mounting brackets. 

Requires mounting screws/
bolts and mounting hardware 

for antenna

SFB Series - galvanised steel 
pole extension 0.9-2.0 metres

Roof or overhang mounting 

Requires mounting screws/
bolts and mounting hardware 

for antenna

CFB series - Galvanised steel ‘J‘ 
hockey stick brackets, 1.1 - 2.1 

metres.

Requires mounting screws/
bolts and mounting hardware 

for antenna


