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The GRNQF-340 is a half-wave UHF coil loaded base whip featuring a highly 
flexible stainless steel whip top which is virtually unbreakable. Perfect for 
rugged off-road driving, forklifts and tractors, these ground independent mobile 
antennas can be mounted in various positions even inverted and offer effective 
performance.

Filters, adaptors, connectors and other installation accessories are all available 
separately.

Section 3 
Vehicle Mount

GRNQF-340
Highly flexible ground indepedent UHF magnetic base whip

UHF 310-330 MHz

Updated 8th April 2021

SMA male, gold plated fitted to cable as 
standard or specify requirements

Construction Type 17-7PH stainless steel whip, detachable delrin ferrule, mag-
netic base, external cable and termination

Frequency range UHF 310-330 MHz

Bandwidth Full frequency range stated - 20 MHz

VSWR Centre: <1.5:1, Edges: <1.9:1

Tuning Factory

Gain 4 dBi

Maximum power 25 Watts

Impedance 50 Ohms

Polarisation Vertical

H Plane 360° omni-directional

Height 450mm - height will decrease at higher frequencies

Weight 500 grams

Connector
Detachable top: UHF male PL259
Magnetic base: UHF female
Cable assembly: SMA male as standard or specify

Cable 5.0 metres MIL-SPEC RG58 side exit from base as standard- 
length can be customised to suit requirements.

Mounting hardware 90mm diameter magnetic base

Mounting position
recommended

Mount antenna and base as high on your vehicle or structure 
as possible to ensure a true omni-directional pattern. Ensure 
mounting surface is a magnetic metallic surface and free from 
debris to reduce possible scratches and maximise attachment.

Installation tools required 15mm spanner for whip securing
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Typical VSWR - GRNQF-340 with specified 20MHz

Typical alternate terminations

P/N 7900

UHF male solder pin, twist style 
connector for MIL-SPEC RG58 

coaxial cable

Nickel plated

P/N 7933-2

N-type male crimp connector 
for MIL-SPEC RG58 coaxial 

cable

Tri-metal plated

P/N 7963-4

Reverse polarity SMA male for 
MIL-SPEC RG58 coaxial cable

Gold plated
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Best/Recommended location for mounting
Suitable mounting locations
Not suitable mounting locations

Vehicle Mounting locations - must be metallic for magnetic adhesion


